
#10122 12-Volt Electric Windshield Wiper  
 

PART# QTY. DESCRIPTION 
5766 1 Sweep Motor Assembly 

12098 1 Adjustable Wiper Arm 

12099 1 14” Wiper Blade 

12067 1 13’ Corrugated Loom .35 

12066 1 Hardware Package (Contents Listed Below) 

11748 1 10' Black wire with 8-amp fuse & holder  

9851 1 10” White Wire 

9852 1 1” X 1/2” Square Spacer 

7277 1 1/2” O.D. x 1/4” Spacer 

7392 1 #10-32 x 1” Screw 

5881 2 #10 Flat Washer 

7348 1 #10-32 Kep Nut 

9826 6 Cable Tie 7 1/2” 

 

 

     
                                                                                                                   

 

CENTER 5/8” HOLE TO CENTER OF TOP                                                   ¼” HOLE 
 
 
 
 

 
PLACE THIS EDGE ON FRONT LIP OF TOP, MARK & DRILL HOLES 

White Wire 

PLASTIC CAB TOP SCREW 

Attach Black 
Wire to this 
terminal 



INSTALLATION  
 

1. Mark and drill holes per drilling template. 
 

2. Remove the nut and washers from the stem. 
 

3. Attach the Black wire (fused) to the open spade terminal on the switch. 
 

4. Place the 1” square spacer, over Sweep Motor shaft, and then insert the shaft into the 5/8” hole. 
 

5. Place the washers and then the nut on the stem. 
 

6. Place a #10 flat washer on the #10” x 1” screw and insert from the outside through the 1/4” hole 
in the Top, the spacer, and then the flange on the sweep motor.  Place another #10 washer over 
the screw and one end of the white ground wire.  Add a #10 Kepnut and tighten both nuts. 

 

7. Attach the White wire to the left tab welded to the Top Frame of the cab. 
 

     8.  Cut a length of Loom long enough to cover the Power Supply Wire.  Secure in place with the 
          cable ties provided. 
 

    9.  Attach the ring terminal end of the black wire to the + positive battery terminal or other accessory 
         terminal in vehicle wiring harness. 
 

   10.  Hook the arm into the blade.  Remove the plastic cover on the splined cap and turn the Allen 
          screws enough to get the arm on the splined shaft.   
     
    11. Turn the motor on and then off to ensure that it is parked to the left, (as seated in the cab).  Lift 
           the lever on the underside of the arm and extend it fully.   Tilt the splined collar up as shown. 
           Install the arm and blade to the left as far as the sweep will allow.  Place the splined socket over 
           the stem and push the arm onto it. Tighten the Allen screws.  Turn the motor on to check the  
           sweep.  Replace the plastic cover. 

 
 
 
 
 
 
 

 
 
 
 
 

CAB WARRANTY APPLIES TO ACCESSORIES 

 

NOTICE:  Lift the lever on the 
underside of the arm to adjust 
the arm length as needed. 


